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Replacement List for CEFB Catalogue Numbers

  

Cat. No. OLD Cat. No. NEW
CEFB1-11 193-EF1A
CEFB1-11-110VAC 193-EF1AKD
CEFB1-11-110VAC-60 193-EF1AKD-60
CEFB1-11-110VAC-F 193-EF1AKD-F
CEFB1-11-110VAC-L 193-EF1AKD-L
CEFB1-11-110VAC-R 193-EF1AKD-R
CEFB1-11-115-120VAC 193-EF1AKP
CEFB1-11-115-120VAC-60 193-EF1AKP-60
CEFB1-11-115-120VAC-F 193-EF1AKP-F
CEFB1-11-115-120VAC-L 193-EF1AKP-L
CEFB1-11-115-120VAC-R 193-EF1AKP-R
CEFB1-11-230VAC 193-EF1AKF
CEFB1-11-230VAC-60 193-EF1AKF-60
CEFB1-11-230VAC-F 193-EF1AKF-F
CEFB1-11-230VAC-L 193-EF1AKF-L
CEFB1-11-230VAC-R 193-EF1AKF-R
CEFB1-11-240VAC 193-EF1AKA
CEFB1-11-240VAC-60 193-EF1AKA-60
CEFB1-11-240VAC-F 193-EF1AKA-F
CEFB1-11-240VAC-L 193-EF1AKA-L
CEFB1-11-240VAC-R 193-EF1AKA-R
CEFB1-11-24VAC 193-EF1AKJ
CEFB1-11-24VAC-60 193-EF1AKJ-60
CEFB1-11-24VAC-F 193-EF1AKJ-F
CEFB1-11-24VAC-L 193-EF1AKJ-L
CEFB1-11-24VAC-R 193-EF1AKJ-R
CEFB1-11-24VDC 193-EF1AZJ
CEFB1-11-24VDC-60 193-EF1AZJ-60
CEFB1-11-24VDC-F 193-EF1AZJ-F
CEFB1-11-24VDC-L 193-EF1AZJ-L
CEFB1-11-24VDC-R 193-EF1AZJ-R
CEFB1-11-36VAC 193-EF1AKV
CEFB1-11-36VAC-60 193-EF1AKV-60
CEFB1-11-36VAC-F 193-EF1AKV-F
CEFB1-11-36VAC-L 193-EF1AKV-L
CEFB1-11-36VAC-R 193-EF1AKV-R
CEFB1-11-380-400VAC 193-EF1AKN
CEFB1-11-380-400VAC-60 193-EF1AKN-60
CEFB1-11-380-400VAC-F 193-EF1AKN-F
CEFB1-11-380-400VAC-L 193-EF1AKN-L
CEFB1-11-380-400VAC-R 193-EF1AKN-R
CEFB1-11-400VAC 193-EF1AKN
CEFB1-11-415VAC 193-EF1AKG
CEFB1-11-415VAC-60 193-EF1AKG-60
CEFB1-11-415VAC-F 193-EF1AKG-F
CEFB1-11-415VAC-L 193-EF1AKG-L
CEFB1-11-415VAC-R 193-EF1AKG-R
CEFB1-11-440VAC 193-EF1AKB
CEFB1-11-440VAC-60 193-EF1AKB-60
CEFB1-11-440VAC-F 193-EF1AKB-F
CEFB1-11-440VAC-L 193-EF1AKB-L
CEFB1-11-440VAC-R 193-EF1AKB-R
CEFB1-11-48VAC 193-EF1AKY
CEFB1-11-48VAC-60 193-EF1AKY-60
CEFB1-11-48VAC-F 193-EF1AKY-F

Cat. No. OLD Cat. No. NEW
CEFB1-11-48VAC-L 193-EF1AKY-L
CEFB1-11-48VAC-R 193-EF1AKY-R
CEFB1-11-48VDC 193-EF1AZY
CEFB1-11-48VDC-60 193-EF1AZY-60
CEFB1-11-48VDC-F 193-EF1AZY-F
CEFB1-11-48VDC-L 193-EF1AZY-L
CEFB1-11-48VDC-R 193-EF1AZY-R
CEFB1-12 193-EF2A
CEFB1-12-110VAC 193-EF2AKD
CEFB1-12-110VAC-60 193-EF2AKD-60
CEFB1-12-110VAC-F 193-EF2AKD-F
CEFB1-12-110VAC-L 193-EF2AKD-L
CEFB1-12-110VAC-R 193-EF2AKD-R
CEFB1-12-115-120VAC 193-EF2AKP
CEFB1-12-115-120VAC-60 193-EF2AKP-60
CEFB1-12-115-120VAC-F 193-EF2AKP-F
CEFB1-12-115-120VAC-L 193-EF2AKP-L
CEFB1-12-115-120VAC-R 193-EF2AKP-R
CEFB1-12-230V50/60-F-L 193-EF2AKF-F-L
CEFB1-12-230VAC 193-EF2AKF
CEFB1-12-230VAC-60 193-EF2AKF-60
CEFB1-12-230VAC-F 193-EF2AKF-F
CEFB1-12-230VAC-L 193-EF2AKF-L
CEFB1-12-230VAC-R 193-EF2AKF-R
CEFB1-12-240VAC 193-EF2AKA
CEFB1-12-240VAC-60 193-EF2AKA-60
CEFB1-12-240VAC-F 193-EF2AKA-F
CEFB1-12-240VAC-L 193-EF2AKA-L
CEFB1-12-240VAC-R 193-EF2AKA-R
CEFB1-12-24VAC 193-EF2AKJ
CEFB1-12-24VAC-60 193-EF2AKJ-60
CEFB1-12-24VAC-F 193-EF2AKJ-F
CEFB1-12-24VAC-L 193-EF2AKJ-L
CEFB1-12-24VAC-R 193-EF2AKJ-R
CEFB1-12-24VDC 193-EF2AZJ
CEFB1-12-24VDC-60 193-EF2AZJ-60
CEFB1-12-24VDC-F 193-EF2AZJ-F
CEFB1-12-24VDC-L 193-EF2AZJ-L
CEFB1-12-24VDC-R 193-EF2AZJ-R
CEFB1-12-36VAC 193-EF2AKV
CEFB1-12-36VAC-60 193-EF2AKV-60
CEFB1-12-36VAC-F 193-EF2AKV-F
CEFB1-12-36VAC-L 193-EF2AKV-L
CEFB1-12-36VAC-R 193-EF2AKV-R
CEFB1-12-380-400VAC 193-EF2AKN
CEFB1-12-380-400VAC-60 193-EF2AKN-60
CEFB1-12-380-400VAC-F 193-EF2AKN-F
CEFB1-12-380-400VAC-L 193-EF2AKN-L
CEFB1-12-380-400VAC-R 193-EF2AKN-R
CEFB1-12-400VAC 193-EF2AKN
CEFB1-12-415VAC 193-EF2AKG
CEFB1-12-415VAC-60 193-EF2AKG-60
CEFB1-12-415VAC-F 193-EF2AKG-F
CEFB1-12-415VAC-L 193-EF2AKG-L
CEFB1-12-415VAC-R 193-EF2AKG-R
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CEFB1-12-440VAC 193-EF2AKB
CEFB1-12-440VAC-60 193-EF2AKB-60
CEFB1-12-440VAC-F 193-EF2AKB-F
CEFB1-12-440VAC-L 193-EF2AKB-L
CEFB1-12-440VAC-R 193-EF2AKB-R
CEFB1-12-48VAC 193-EF2AKY
CEFB1-12-48VAC-60 193-EF2AKY-60
CEFB1-12-48VAC-F 193-EF2AKY-F
CEFB1-12-48VAC-L 193-EF2AKY-L
CEFB1-12-48VAC-R 193-EF2AKY-R
CEFB1-12-48VDC 193-EF2AZY
CEFB1-12-48VDC-60 193-EF2AZY-60
CEFB1-12-48VDC-F 193-EF2AZY-F
CEFB1-12-48VDC-L 193-EF2AZY-L
CEFB1-12-48VDC-R 193-EF2AZY-R
CEFB1-12-500VAC not a standard product
CEFB1-41 193-EF1B
CEFB1-41-110VAC 193-EF1BKD
CEFB1-41-110VAC-60 193-EF1BKD-60
CEFB1-41-110VAC-F 193-EF1BKD-F
CEFB1-41-110VAC-L 193-EF1BKD-L
CEFB1-41-110VAC-R 193-EF1BKD-R
CEFB1-41-115-120VAC 193-EF1BKP
CEFB1-41-115-120VAC-60 193-EF1BKP-60
CEFB1-41-115-120VAC-F 193-EF1BKP-F
CEFB1-41-115-120VAC-L 193-EF1BKP-L
CEFB1-41-115-120VAC-R 193-EF1BKP-R
CEFB1-41-230VAC 193-EF1BKF
CEFB1-41-230VAC-60 193-EF1BKF-60
CEFB1-41-230VAC-F 193-EF1BKF-F
CEFB1-41-230VAC-L 193-EF1BKF-L
CEFB1-41-230VAC-R 193-EF1BKF-R
CEFB1-41-240VAC 193-EF1BKA
CEFB1-41-240VAC-60 193-EF1BKA-60
CEFB1-41-240VAC-F 193-EF1BKA-F
CEFB1-41-240VAC-L 193-EF1BKA-L
CEFB1-41-240VAC-R 193-EF1BKA-R
CEFB1-41-24VAC 193-EF1BKJ
CEFB1-41-24VAC-60 193-EF1BKJ-60
CEFB1-41-24VAC-F 193-EF1BKJ-F
CEFB1-41-24VAC-L 193-EF1BKJ-L
CEFB1-41-24VAC-R 193-EF1BKJ-R
CEFB1-41-24VDC 193-EF1BZJ
CEFB1-41-24VDC-60 193-EF1BZJ-60
CEFB1-41-24VDC-F 193-EF1BZJ-F
CEFB1-41-24VDC-L 193-EF1BZJ-L
CEFB1-41-24VDC-R 193-EF1BZJ-R
CEFB1-41-36VAC 193-EF1BKV
CEFB1-41-36VAC-60 193-EF1BKV-60
CEFB1-41-36VAC-F 193-EF1BKV-F
CEFB1-41-36VAC-L 193-EF1BKV-L
CEFB1-41-36VAC-R 193-EF1BKV-R
CEFB1-41-380-400VAC 193-EF1BKN
CEFB1-41-380-400VAC-60 193-EF1BKN-60
CEFB1-41-380-400VAC-F 193-EF1BKN-F
CEFB1-41-380-400VAC-L 193-EF1BKN-L
CEFB1-41-380-400VAC-R 193-EF1BKN-R
CEFB1-41-400VAC 193-EF1BKN
CEFB1-41-415VAC 193-EF1BKG
CEFB1-41-415VAC-60 193-EF1BKG-60
CEFB1-41-415VAC-F 193-EF1BKG-F

Cat. No. OLD Cat. No. NEW
CEFB1-41-415VAC-L 193-EF1BKG-L
CEFB1-41-415VAC-R 193-EF1BKG-R
CEFB1-41-440VAC 193-EF1BKB
CEFB1-41-440VAC-60 193-EF1BKB-60
CEFB1-41-440VAC-F 193-EF1BKB-F
CEFB1-41-440VAC-L 193-EF1BKB-L
CEFB1-41-440VAC-R 193-EF1BKB-R
CEFB1-41-48VAC 193-EF1BKY
CEFB1-41-48VAC-60 193-EF1BKY-60
CEFB1-41-48VAC-F 193-EF1BKY-F
CEFB1-41-48VAC-L 193-EF1BKY-L
CEFB1-41-48VAC-R 193-EF1BKY-R
CEFB1-41-48VDC 193-EF1BZY
CEFB1-41-48VDC-F 193-EF1BZY-F
CEFB1-41-48VDC-L 193-EF1BZY-L
CEFB1-41-48VDC-R 193-EF1BZY-R
CEFB1-42 193-EF2B
CEFB1-42-110VAC 193-EF2BKD
CEFB1-42-110VAC-60 193-EF2BKD-60
CEFB1-42-110VAC-F 193-EF2BKD-F
CEFB1-42-110VAC-L 193-EF2BKD-L
CEFB1-42-110VAC-R 193-EF2BKD-R
CEFB1-42-115-120VAC 193-EF2BKP
CEFB1-42-115-120VAC-60 193-EF2BKP-60
CEFB1-42-115-120VAC-F 193-EF2BKP-F
CEFB1-42-115-120VAC-L 193-EF2BKP-L
CEFB1-42-115-120VAC-R 193-EF2BKP-R
CEFB1-42-230VAC 193-EF2BKF
CEFB1-42-230VAC-60 193-EF2BKF-60
CEFB1-42-230VAC-F 193-EF2BKF-F
CEFB1-42-230VAC-L 193-EF2BKF-L
CEFB1-42-230VAC-R 193-EF2BKF-R
CEFB1-42-240VAC 193-EF2BKA
CEFB1-42-240VAC-60 193-EF2BKA-60
CEFB1-42-240VAC-F 193-EF2BKA-F
CEFB1-42-240VAC-L 193-EF2BKA-L
CEFB1-42-240VAC-R 193-EF2BKA-R
CEFB1-42-24VAC 193-EF2BKJ
CEFB1-42-24VAC-60 193-EF2BKJ-60
CEFB1-42-24VAC-F 193-EF2BKJ-F
CEFB1-42-24VAC-L 193-EF2BKJ-L
CEFB1-42-24VAC-R 193-EF2BKJ-R
CEFB1-42-24VDC 193-EF2BZJ
CEFB1-42-24VDC-60 193-EF2BZJ-60
CEFB1-42-24VDC-F 193-EF2BZJ-F
CEFB1-42-24VDC-L 193-EF2BZJ-L
CEFB1-42-24VDC-R 193-EF2BZJ-R
CEFB1-42-36VAC 193-EF2BKV
CEFB1-42-36VAC-60 193-EF2BKV-60
CEFB1-42-36VAC-F 193-EF2BKV-F
CEFB1-42-36VAC-L 193-EF2BKV-L
CEFB1-42-36VAC-R 193-EF2BKV-R
CEFB1-42-380-400VAC 193-EF2BKN
CEFB1-42-380-400VAC-60 193-EF2BKN-60
CEFB1-42-380-400VAC-F 193-EF2BKN-F
CEFB1-42-380-400VAC-L 193-EF2BKN-L
CEFB1-42-380-400VAC-R 193-EF2BKN-R
CEFB1-42-400VAC 193-EF2BKN
CEFB1-42-415VAC 193-EF2BKG
CEFB1-42-415VAC-60 193-EF2BKG-60
CEFB1-42-415VAC-F 193-EF2BKG-F
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CEFB1-42-415VAC-L 193-EF2BKG-L
CEFB1-42-415VAC-R 193-EF2BKG-R
CEFB1-42-440VAC 193-EF2BKB
CEFB1-42-440VAC-60 193-EF2BKB-60
CEFB1-42-440VAC-F 193-EF2BKB-F
CEFB1-42-440VAC-L 193-EF2BKB-L
CEFB1-42-440VAC-R 193-EF2BKB-R
CEFB1-42-48VAC 193-EF2BKY
CEFB1-42-48VAC-60 193-EF2BKY-60
CEFB1-42-48VAC-F 193-EF2BKY-F
CEFB1-42-48VAC-L 193-EF2BKY-L
CEFB1-42-48VAC-R 193-EF2BKY-R
CEFB1-42-48VDC 193-EF2BZY
CEFB1-42-48VDC-F 193-EF2BZY-F
CEFB1-42-48VDC-L 193-EF2BZY-L
CEFB1-42-48VDC-R 193-EF2BZY-R
CEFB1-52 193-EF2C
CEFB1-52-110VAC 193-EF2CKD
CEFB1-52-110VAC-60 193-EF2CKD-60
CEFB1-52-110VAC-F 193-EF2CKD-F
CEFB1-52-110VAC-L 193-EF2CKD-L
CEFB1-52-110VAC-R 193-EF2CKD-R
CEFB1-52-110VDC not a standard product
CEFB1-52-115-120VAC 193-EF2CKP
CEFB1-52-115-120VAC-60 193-EF2CKP-60
CEFB1-52-115-120VAC-F 193-EF2CKP-F
CEFB1-52-115-120VAC-L 193-EF2CKP-L
CEFB1-52-115-120VAC-R 193-EF2CKP-R
CEFB1-52-230VAC 193-EF2CKF
CEFB1-52-230VAC-60 193-EF2CKF-60
CEFB1-52-230VAC-F 193-EF2CKF-F
CEFB1-52-230VAC-L 193-EF2CKF-L
CEFB1-52-230VAC-R 193-EF2CKF-R
CEFB1-52-240VAC 193-EF2CKA
CEFB1-52-240VAC-60 193-EF2CKA-60
CEFB1-52-240VAC-F 193-EF2CKA-F
CEFB1-52-240VAC-L 193-EF2CKA-L
CEFB1-52-240VAC-R 193-EF2CKA-R
CEFB1-52-24VAC 193-EF2CKJ
CEFB1-52-24VAC-60 193-EF2CKJ-60
CEFB1-52-24VAC-F 193-EF2CKJ-F
CEFB1-52-24VAC-L 193-EF2CKJ-L
CEFB1-52-24VAC-R 193-EF2CKJ-R
CEFB1-52-24VDC 193-EF2CZJ
CEFB1-52-24VDC-60 193-EF2CZJ-60
CEFB1-52-24VDC-F 193-EF2CZJ-F
CEFB1-52-24VDC-L 193-EF2CZJ-L
CEFB1-52-24VDC-R 193-EF2CZJ-R
CEFB1-52-36VAC 193-EF2CKV
CEFB1-52-36VAC-60 193-EF2CKV-60
CEFB1-52-36VAC-F 193-EF2CKV-F
CEFB1-52-36VAC-L 193-EF2CKV-L
CEFB1-52-36VAC-R 193-EF2CKV-R
CEFB1-52-380-400VAC 193-EF2CKN
CEFB1-52-380-400VAC-60 193-EF2CKN-60
CEFB1-52-380-400VAC-F 193-EF2CKN-F
CEFB1-52-380-400VAC-L 193-EF2CKN-L
CEFB1-52-380-400VAC-R 193-EF2CKN-R
CEFB1-52-400VAC 193-EF2CKN
CEFB1-52-415VAC 193-EF2CKG
CEFB1-52-415VAC-60 193-EF2CKG-60

Cat. No. OLD Cat. No. NEW
CEFB1-52-415VAC-F 193-EF2CKG-F
CEFB1-52-415VAC-L 193-EF2CKG-L
CEFB1-52-415VAC-R 193-EF2CKG-R
CEFB1-52-440VAC 193-EF2CKB
CEFB1-52-440VAC-60 193-EF2CKB-60
CEFB1-52-440VAC-F 193-EF2CKB-F
CEFB1-52-440VAC-L 193-EF2CKB-L
CEFB1-52-440VAC-R 193-EF2CKB-R
CEFB1-52-48VAC 193-EF2CKY
CEFB1-52-48VAC-60 193-EF2CKY-60
CEFB1-52-48VAC-F 193-EF2CKY-F
CEFB1-52-48VAC-L 193-EF2CKY-L
CEFB1-52-48VAC-R 193-EF2CKY-R
CEFB1-52-48VDC 193-EF2CZY
CEFB1-52-48VDC-F 193-EF2CZY-F
CEFB1-52-48VDC-L 193-EF2CZY-L
CEFB1-52-48VDC-R 193-EF2CZY-R
CEFB1-HD 193-HD
CEFB1-PA 193-PA
CELB1 193-LB1
CERB1 193-RB1
CWEB4-VS 825-MVS
CWEB4-VS2 825-MVS2
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